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    MATERIAL SAFETY DATA SHEET 
 
MANUFACTURER:  Ben Nye Company, Inc. EMERGENCY TELEPHONE NUMBER: 
3655 Lenawee Avenue • Los Angeles, CA 90016 ChemTel: 
• U.S.A. •   PH: (310) 839-1984   US/Canada (800) 225-3924 
      FAX: (310) 839-2640   International (813) 977-3668 (Collect) 
 
Date: June 17, 2013 

Section I: Product 
PRODUCT:  Nose & Scar Wax, Bone Wax 
 

Section II: Hazardous/Chemical Ingredients 
Hazardous Components: None 
 

Section III: Physical Data 
 
Boiling Range: N/A     Melting Point: 180° F 
Vapor Pressure: N/A     Vapor Density: N/A 
Specific Gravity: N/E     H2O Soluble: None 
Appearance and Odor: Thick, slightly sticky wax; no odor.  White, Light tan (Fair) or Chocolate 

Brown (Brown) color 
 

Section IV – Fire and Explosion Hazard Data 
 
Flash Point: N/A 
Explosive limits:  Not established 
FLAMMABILITY CLASSIFICATION: Not Established 
Extinguishing Media: N/A 
SPECIAL FIRE FIGHTING PROCEDURES: None 
 

Section V: Health Effects & First Aid 
HEALTH HAZARDS (Acute and Chronic): Do not get in eyes.  Do not ingest.  May cause slight 

skin irritation in some people. 
EFFECTS OF OVEREXPOSURE: Not established 
EMERGENCY AND FIRST AID PROCEDURES: If in eyes: Flush with water for 5-10 

minutes; contact physician if discomfort exists 
This product does/not contain ingredients listed as carcinogenic according to NTP, IARC, or 

OSHA. 
 

Section VI: Reactivity Data 
Stability: Stable     Stability conditions to avoid: None 
Incompatibility: Not established   Hazardous Decomposition Products: None 
Hazardous Polymerization: Will not occur  Polymerization conditions to avoid: None 
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Section VII: Spill or Leak Procedures 
 
Steps for material spillage: Small spill: Collect with damp cloth or damp towel.  Large spill: 

Collect to a suitable container or tank using a metal or plastic shovel 
Waste disposal methods: Dispose according to local, state and federal regulations 
 

Section VIII: Special Protection Information 
 
Respiratory Protection: Not required   Ventilation: Local exhaust is sufficient 
Protective Gloves/Eye Protection: Not required Other Protective Equipment: Not required 
Work/Hygienic Practices:  Wash hands with warm water and soap before eating/drinking 
 

Section IX: Special Precautions 
 
Handling and Storage Precautions: Do not store near open flame/avoid excessive heat (wax will 

melt) 
Other precautions: None 
 


